


GC Accessories

Instrument Supplies

Leak DEteCtors .......cuueeuneiieiiie et e eia e eeeaaens 137
ST 06, 10 0 IO o ot Eem iRl Worars WSSO e itets IR R g 138
Maintenance Kits ..........oooiiieiiiieiiiieiliiioniaiannnn. 139
Inlet Liner ANatomy .......c.ovviiiiiinvinieneeneennennns 140-142
Liner Deactivations ..........c.ooviiiiiiiiiiiiiiiniinnennenns 143
Inlet Liner Packing Materials & Accessories .............. 144-145
Supplies for Agilent GCs ..........ccceviviieinnnnns 146-172
Supplies For Varian GCs ......ccceeveennncnnnccnnces 173-177
Supplies For Shimadzu GCs .........cccoeeieiennnn. 178-181
Supplies For PerkinEImer GCs ........coeveevencnnss 182-185
Supplies For Thermo ScientificGCs ........c.c0v0ues 186-191
Supplies for ATAS INJectors .........cooevieiiineiieennnnnnnn. 192
Supplies For APEX INJectors ..........oeuueeiinieineennaenn.. 192
Packed Column Inlet Conversion ................c....... 193-195
Dual-Column Analysis .......ooeeeuuiiieeiiiieeeinnnn... 196-198
ELGD) PRSI DS . s e 199
Purge & Trap SUPPlIES . .vuvvniiiii i 199
PIDAIEE 0 0 S Sl he e | e e L e A o s 199

Column Installation

Leak Detector & Flow Meters .........ccovvvvivinnennennns 201-202
Column Installation Tools & Tool Kits .................... 202-209
FEUES % So0oh SHO T ACHE dod of ho AR LA 210-212
CONNEGIONS WS ¥ WD o =m0 5 v IS, s 213-219

Gas Purification Essentials

Gas Purification Solutions . .........coviiiiiieiiin i 221
Gast PUn Gt O e el me - o ullole o tes o aria s 222-229
GAS GENEIATOrS v\ttt tteee e ee e ieeneennann, 230-233
Gas Regulators & ACCessories ..........ooeeiveiuniiinn.s 234-236
Tube & Pipe Fittings . ......oovviiniiiiiiiniiieien 237-241
Tubing &Valves ........cooiiiiiiiiiiii i 242-246
AR DI o T0) folistot oo S SR T e B o O o 246
Installation TOOIs ........oovniiiiiiiiiii i 247

Tubing & FittingTools ..........cooiiiiiiiiiinin.... 248-249



What's

NEW?

look for this
circle




Restek Electronic Leak Detector
Why have a small leak turn into a costly repair? Protect your data and analytical
column by using a Restek Leak Detector.

Features & Benefits include:

+ Optimized sample flow path.

+ New ergonomic, hand-held design.

* Rugged side grips for added durability.

+ Handy probe storage for cleanliness and convenience.

+ Longer lasting battery, up to 6 hours of continuous use.

+ Automatic shut-off.

+ A convenient carrying and storage case.

+ Easy to clean probe assembly.

+ A universal charger set (US, European, UK, and Australian plugs included).

Backed by a 1-year warranty, the new Restek Leak Detector sets an industry standard for
performance and affordability in hand-held leak detectors.

Leak Detector Facts

Detectable gases: helium, nitrogen, argon, carbon dioxide, hydrogen

Battery: Rechargeable Ni-MH internal battery pack (6 hours normal operation)
Operating Temperature Range: 32°-120°F (0°-48°C)

Humidity Range: 0-97%

Warranty: one year

Certifications: CE, Japan

Compliance: WEEE, RoHS

Limits of Detection

These gases can be detected with the Restek Electronic Leak Detector at the following leak rates.

Minimum Detectable Leak Indicating LED
Gas Rate (atm cc/sec.) Light Color
Helium 1.0X10° Red
Hydrogen* 1.0X10° Red
Nitrogen 1.4X10° Yellow
Argon 1.0 X 10* Yellow
Carbon Dioxide 1.0X 10" Yellow
Description qty.  cat.# price
Leak Detector with Universal Charger Set (US, UK, European, Australian) ea. 22839
Soft-Side Carry/Storage Case ea. 22657
Small Probe Adaptor ea. 22658

*Caution: The Restek Electronic Leak Detector is designed to detect trace amounts of hydrogen in a noncom-
bustible environment. It is NOT designed for determining leaks in a combustible environment. A combustible
gas detector should be used for determining combustible gas leaks under any condition. The Restek Electronic
Leak Detector may be used for determining trace amounts of hydrogen in a GC environment only.

Checking for leaks
maintains the
integrity of a GC
system.

tech tip

Avoid using liquid leak detectors on a GC! Liquids can be drawn into the system.

EITEC

Carrying/storage case included
with purchase of unit.

Optional soft-side storage case is ideal for
storing your leak detector in smaller
spaces, such as your tool box.

Verify hard-to-reach leaks using
the small probe adaptor.

e
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Septa
Restek Thermolite® Septa Precision
HANDY + Usable to 340°C inlet temperature. molded!
septum size chart + Precision molding assures consistent, accurate fit.
+ Excellent puncturability.
Septum + Preconditioned and ready to use.
Instrument D“T:,t.:; + Do not adhere to hot metal surfaces.
Agilent (HP) + Packaged in precleaned glass jars.
ZgggA}gggol’;gSO’ 1 Septum Diameter 25-pk./price 50-pk./price 100-pk./price
5700: 5880, 9.5/10 5mm (/") 27120 27121 27122
On-Column Injection 5 6mm (*/2") 27123 27124 27125
Thermo Scientific 7mm 27126 27127 27128
TRACE GC 17 8mm 27129 27130 27131
GCQ w/TRACE, PTV 17 9mm 27132 27133 27134
8000 series 17 9.5mm (*/&") 27135 27136 27137
Finnigan (TMQ) 10mm 27138 27139 27140
GC 9001 9.5 11mm (/) 27141 27142 27143
6Ca 9.5 11.5mm 27144 27145 27146
?ISSCE 2000 gg 12.5mm () 27147 27148 27149
Gow-Mac 17mm 27150 27151 27152
6890 series n Shimadzu Plug 27153 27154 27155
All other models 9.5
PerkinElmer
Sigma series 11 Restek IceBlue® Septa
900,990 11 + Usable to 250°C inlet temperature. Precision
8000 series 11 * Precision molding assures consistent, accurate fit. :
Auto SYS 11 G molded!
AUto SYS XL 1 + General-purpose septa.
Pye/Unicam + Excellent puncturability.
All models 7 + Preconditioned and ready to use.
Shimadzu + Do not adhere to hot metal surfaces.
All models I Plug + Packaged in precleaned glass jars.
All models Plug « Ideal for SPME.
Tracor Septum Diameter 50-pk./price 100-pk./price
540 115 9mm 27156 27157
550,560 9.5 9.5mm (*/s") 27158 27159
220,222 125 10mm 27160 27161
_ Varian 11mm (/) 27162 27163
Injector type: 11.5mm 27164 27165
:;ﬁff:pﬁ;';";” 9:5/10 12.5mm (/) 27166 27167
1078/1079 10/11 17mm 27168 27169
1177 9 Shimadzu Plug 27170 27171
1075/1077 11
BTO® Septa .
) o Precision
@ tech tip + Usable to 400°C inlet temperature. molded!
+ Precision molding assures consistent, accurate fit. :
Tips for Handling Septa « Partial predrilled CenterGuide design.

All septa, regardless of composition, puncturability, or

resistance to thermal degradation will fail if they are D t adhere to hot tal £
mishandled. Overtightening a septum nut invariably 0 notadhere to hot metal surkaces.

will reduce septum lifetime by increasing coring/ * Packaged in precleaned glass jars.
splitting. All septa contain volatile materials (e.g., + Each batch GC/FID tested.

+ Preconditioned and ready to use.

phthalates) that are released when the septum is + Bleed and temperature optimized; ideal for demanding GC and GC/MS applications.

heated (septum bleed). Because most GCs are

equipped with a septum purge, septum bleed Septum Diamet_er 50-pk.. price 100-pk./price
generally will disappear within 30 minutes after Smm Cer:terG”'de 27100 27101
installing a new septum and exposing it to normal bmm (/) - 27102 27103
injector temperatures. All Restek septa are 9mm CenterGuide 27104 27105
preconditioned and are ready to use without delay. 9.5mm (*/4") 27106 27107
10mm 27108 27109
11mm (/") CenterGuide 27110 27111
11.5mm CenterGuide 27112 27113
12.5mm (*/2") CenterGuide 27114 27115
17mm CenterGuide 27116 27117
Shimadzu Plug 27118 27119
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